
 

 

 

 
 

 
 
 

 
 
With� ��� � ���	
��  the operator has a railway level crossing which has been optimized for mobile application. It takes 
only a short time to secure a temporary level crossing for a road over the railway. Whatever the reason for installation – 
a worksite or the need to temporarily take barrier systems out of use for maintenance purposes – the ��� � ���	
�  
provides the necessary safety. Warning lights, white/red crossbars and barriers warn road users and pedestrians of 
approaching rail traffic. 

The ��� � ���	
�� is a tireless helper in maintaining a high level of safety for everyone concerned, and is permanently on 
the job, either in automatic mode or in support of the crossing keeper (lookout) on temporary level crossings. 
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After being delivered to the worksite, the ��� � ���	
�� ���is 
installed in just 2 hours. After use, it can be quickly 
dismantled into compact components for transport and 
storage. 
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·  Lightweight and modular 
·  Plug-fit cable connections, using PUR cables 
·  Energy-saving LED technology 
·  Easy to operate 
·  Quick installation and readiness for use 
·  Safe train detection by linkage to the MINIMEL®95- 

warning system 
·  Modular barrier, made up from three parts 
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For the lookout as an additional technical device 
Use on railways and in industry as: 
·  indication lights only 
·  half-barrier system 

��� � ���	
�� ���is used: 
·  manually 
·  automatically activated by the MINIMEL®95 warning 

system      
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·  Runs off 230V 50 Hz external power supply  
·  Ambient temperature: -20 ºC … +60 ºC 
·  Autonomy time with integral UPS: 0.5 h 
·  Operating voltage: 24 V DC 
·  Protection type: IP54 
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·  Manual operation and control by MINIMEL®95 

(hybrid control) 
·  Emergency closing 
·  Operational indicators (control unit) 
·  Auxiliary closing of the barriers 
·  LED traffic light monitoring 
·  Interface to diagnostics and parameterization unit 
·  Event memory 
·  GSM alarm activation 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

��� � ���	
���� Equipment weights  
Component Qty Dimensions  Article  Weight/Unit 

Central unit 1 670 x 800 x 450 mm VAG1792 68 kg 

Barrier power unit 24V 2 350 x 1010 x 350 mm VME1793 64.5 kg 

GRP barrier 2 6000 mm VEE1618 12 kg 

Red/yellow LED warning lights with 
red/white cross bars and protective 
hoops  

4 300 x 900 x 200 mm 
VHO1794 
EEA0409 6 kg 

Warning light mast 4 3000 mm VEM1526 24 kg 

Foundation frame with weights 4 1300 x 80 x 590 mm EEM0339 150 kg 

 

Total weight of the system 853 kg 
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